
TECHNICAL DATA

Max. working height, ft

(with optional Jib)

Max. side reach, ft

Max. basket load, lbs

Rotation 

Basket size, ft (w x l x h)

Turnable basket

Battery

Charger

Diesel engine, Kubota D722

Transport length, ft

Transport height, ft

Transport width, ft

Outrigger Spread-Wide, ft

Outrigger Spread-Narrow, ft

Total weight, lbs

Gradeability - up hill

Gradeability - cross hill

Deployment ability

Crawler track length, ft

110V outlet in basket, Max. 20A

2200 RBD

76’

40’

440 lbs

± 400°

4’1”x2’10”x3’8”

± 41°

24v/200Ah/5h

24 v/30 A

14 kW/18.8 hp

21’0”

6’7”

3’8”

17’5”/15’0” (max/min)

10’6”/9’4” (max/min)

6710 lbs

19.3° (35%)

16.7° (30%)

21.8° (40%)

4’8”

Standard

2600 RBD

88’

41’

440 lbs

± 400°

4’1”x2’10”x3’8”

± 41°

24v/200Ah/5h

24 v/30 A

14 kW/18.8 hp

23’7”

6’7”

3’8”

17’5”/15’0” (max/min)

10’6”/9’4” (max/min)

7975 lbs

19.3° (35%)

14° (25%)

21.8° (40%)

5’8”

Standard

3000 RBD

102’

41’

440 lbs

± 400°

4’1”x2’10”x3’8”

± 41°

24v/200Ah/5h

24 v/30 A

14 kW/18.8 hp

26’3”

6’7”

3’8”

17’5”/15’0” (max/min)

10’6”/9’4” (max/min)

8305 lbs

19.3° (35%)

14° (25%)

21.8° (40%)

5’8”

Standard

Omme Lifts - 2200R, 2600R, 3000R

RB Battery only model also available (2200RB 110 lbs. lighter, 2600RB and 3000RB 275 lbs lighter)
RD Diesel only model also available (2200RD 110 lbs lighter, 2600RD and 3000RD 275 lbs lighter)

Omme Tracked Self Propelled Telescopic Aerial Lifts offer
versatility of use and deployment ability not matched by any other type or
brand of equipment. While Rubber Tracked Undercarriage, coupled with Kubota Diesel

engine, allows our lifts to traverse soft muddy terrain, hilly lawns and delicate indoor surfaces of all types
with ease and without any impact, the manual leveling of the outriggers assures safe setup in the most 
difficult situations the first time - every time.

Battery power, rechargeable from a 110V source or by the Diesel engine, offers clean and pollution-free
use indoors and greatly increases fuel efficiency of the Diesel engine by being a true “Hybrid” system.

Extremely compact dimensions (3’8” width x 6’7” height) allow access thru tight passages, while 
variable spread outriggers and deployment ability on slopes up to 22 degrees assure that a safe work
configuration always can be found.

All three models are nearly identical, except for boom length, undercarriage length and weight.



Reach Comparison



Moveable Jib

Access versatility is greatly increased 
(coupled with standard basket rotation) by 

allowing movement over and around obstacles.

White Tracks

Variable width undercarriage increases stability
when driving sideways over sloped terrain.

*weight increased 662 lbs on 2200R: 1378 lbs on 2600R & 3000R
*height increased by 7” on all models

Ideal for light colored outdoor and all types 
of indoor surfaces where scuff marks are 

not acceptable.

Wireless remote allows more flexibility (over 
standard cable control) while driving to and 

from set-up area.

Other options...
• Fiberglass basket insulated to 1000 V
• Spotlight in the basket
• Intercom
• Flashing beacon lights on boom and stabilizers (5)
• Custom colors
• Increased battery capacity, RDB only, 2x (4x6 V) (Standard on RB)
• Transformer 24 v/50 A, allows continuous battery operation and fast 15 minute battery recharge
• Generator 110V to 24 v/22 A, allows direct 110V operation

Options

Variable Width Undercarriage
3’8” - 4’11”

Wireless Remote
Control Track Drive






